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REAR & LEFT SIDE ELEVATION NOTES:

8" CONCRETE FOUNDATION1
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METAL FLASHING (CORROSION RESISTANT)

24" X 10" CONCRETE FOOTING
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GRADE- SLOPE MIN. 6" PER 10'-0" OR TO A SWALE

16

INTERLACE SHINGLES OVER 30 LB. FELT UNDERLAYMENT
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SHINGLEVENT II  RIDGE VENT (BY "AIR VENT INC.")

10" CONCRETE FOUNDATION

BRICK VENEER

21
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INSULATED (TYPE 2) TEMPERED GLASS

7-2" X 12" TREATED STRINGERS

1" X 8" SMOOTH CEDAR RISER

WOODS STEPS

20" X 8" CONCRETE FOOTING

DIRECT VENT FIREPLACE VENT

6068 INSULATED STEEL FRENCH DOORS WITH INSL. (TYPE 2) 
TEMPERED GLASS

2-#5 RODS - EXTEND 2'-0" PASS WINDOW OPENING 
WHERE POSSIBLE (TYPICAL)

4040 VINYL SLIDER
SLIDER WINDOW. BOTTOM OF WINDOW OPENING SHALL BE 44"
MAX. ABOVE FINISHED FLOOR. PROVIDE 2-#5 REBARS AROUND 
WINDOW EXTENDING 24" MIN. PAST WINDOW OPENING 
(W/ 18 GA. GALVANIZED EGRESS STEEL AREA 
WALLS IF REQ'D. BY GRADE) OR EQUAL. INSTALL PER MFGR'S. 
SPECS. (SEE  INSTALLATION MANUAL FOR DRAINAGE 
INFORMATION)

G.I .  AREA WELL

6" SQUARE SMOOTH CEDAR POST

12" ROUND CONCRETE POST PIER (MIN. 2'-0" INTO SOLID SOIL AND MIN. 
2'-6" BELOW GRADE)

TECO COLUMN "U" ANCHOR NAILED TO POST & ANCHORED 
MIN. 8" INTO CONCRETE WITH 1/2" STEEL BOLT
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BRICK SOLDIER COURSE

TOP OF FND.
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10" SQUARE COLONIAL COLUMN
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F.4.S. 2 X 6 TOP RAIL 

15

24

25

10

10

RAISE
HEEL OF 

TRUSS 

RAISE
HEEL OF 

TRUSS 

20

2

4

16

24" X 8" CONCRETE FOOTING28
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12"

WOOD HANDRAIL 29
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LEFT SIDE  ELEVATION 
SCALE  1/4" = 1 '  - 0"

9

30 YEAR ARCHITECTURAL GRADE SHINGLES WITH SEAL DOWN 
TABS

 4" "AZEK"  CORNER BOARD TRIM  

JAMES HARDIE CEMENT BOARD  SIDING  
COMPLIES WITH ASTM C1186, TYPE A, GRADE I I  

8

14" CONCRETE FOUNDATION30

30

REVISED DATE: 6/26/15

1
28

Drawn By:                      Checked By:  P.T. & S.P. J.T./ D.P. 

PAUL TRENDLEY -   CONSTRUCTION COORDINATOR

2568 RAYMOND DRIVE
   ST. CHARLES, MO. 63301

PHONE : 636-946-7216

Copyright 2015

4
DATE: 5/20/2015

OF  8

SHEET NO.

PLAN NO. 
15-6586

               PROPOSED RESIDENCE FOR:

MRM MANLIN DEV. GROUP
STUART PATTERSON- ARCHITECT

LOT #19, BORDEAUX
ST. LOUIS COUNTY, MO.


