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REAR & LEFT SIDE ELEVATION NOTES:
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10 30 YEAR FIBERGLASS SHINGLES WITH SEAL DOWN TABS

METAL FLASHING (CORROSION RESISTANT)

24" X 10" CONCRETE FOOTING
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GRADE- SLOPE MIN. 6" PER 10'-0" OR TO A SWALE
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24" X 8" CONCRETE FOOTING

INTERLACE SHINGLES OVER 30 LB. FELT UNDERLAYMENT
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SHINGLEVENT II  RIDGE VENT (BY "AIR VENT INC.")

10" CONCRETE FOUNDATION

1" X 4" "AZEK" TRIM 

NOTE:
RAISE ALL SECOND FLOOR WINDOWS 
TO 7'-0' OFF FINISNED FLOOR

BRICK VENEER
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INSULATED (TYPE 2) TEMPERED GLASS

5 -2" X 12" TREATED STRINGERS

2 X 6 SMOOTH CEDAR TOP RAIL WITH 2 X 4 TOP & 
BOTTOM SMOOTH CEDAR RAIL WITH 2 X 2 PICKETS 
@ 5 1/2" O.C.

1" X 8" SMOOTH CEDAR RISER
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7 3/4" MAX. RISE

STONE VENEER

PRE-CAST CONCRETE SILL

20" X 8" CONCRETE FOOTING2

24" X 24" CONCRETE PIER ON A 36" X 36" X 12" CONCRETE PAD
(MIN. 30" BELOW GRADE)
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16" X 9" X 58" "CRAFTSMAN" STYLE PERMACAST COLUMN ON A 24" X 
24" X 32" HIGH STONE TIER WITH PRE-CAST CONCRETE CAP
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4040

2-2 X 10'S

2-2 X 10'S

2-2 X 10'S 2-2 X 10'S

2-2 X 10'S

3060 D.O. D.O. D.O.

3046
FIXED INSL. 
GLASS

D.O. D.O. D.O.

3030
FIXED INSL. 
GLASS
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12"12"

12

10

2-3050
3050
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4040 INSL. 
(TYPE 2)
TEMP. GLASS

48" HALF 
ROUND FIXED 
GLASS

2-3050
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"JAMES HARDIE" HARDIPANEL STUCCO SIDING

DIRECT VENT FIREPLACE VENT

2-2668 INSULATED STEEL FRENCH DOORS WITH INSL. (TYPE 2) 
TEMPERED GLASS

24" ROUND FIXED INSULATED GLASS

2-#5 RODS - EXTEND 2'-0" PASS WINDOW OPENING 
WHERE POSSIBLE (TYPICAL)

1" X 12" "AZEK" TRIM 

PRE-FINISHED "AZEK" DRIP CAP
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4040 VINYL SLIDER
SLIDER WINDOW. BOTTOM OF WINDOW OPENING SHALL BE 44"
MAX. ABOVE FINISHED FLOOR. PROVIDE 2-#5 REBARS AROUND 
WINDOW EXTENDING 24" MIN. PAST WINDOW OPENING 
(W/ 18 GA. GALVANIZED EGRESS STEEL AREA 
WALLS IF REQ'D. BY GRADE) OR EQUAL. INSTALL PER MFGR'S. 
SPECS. (SEE  INSTALLATION MANUAL FOR DRAINAGE 
INFORMATION)
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G.I .  AREA WELL
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6" SQUARE SMOOTH CEDAR POST

12" ROUND CONCRETE POST PIER (MIN. 2'-0" INTO SOLID SOIL AND MIN. 
2'-6" BELOW GRADE)

TECO COLUMN "U" ANCHOR NAILED TO POST & ANCHORED 
MIN. 8" INTO CONCRETE WITH 1/2" STEEL BOLT
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4-#4 RODS
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"JAMES HARDIE" HARDIPLANK LAP SIDING
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